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Oklahoma County Planning Commission
320 Robert S. Kerr, Suite 201
Oklahoma City, OK         73102
Preliminary Plat - Subdivision Requirements & Application
1.         Submit complete, correct Preliminary Plat application.
 
2.         The following documents must accompany the application:
 
The filing fee must be submitted with the application.  The Preliminary Plat filing fee is          $475 + $3.00 per lot.  The filing fee is nonrefundable.
Complete and accurate legal description of the property prepared by a licensed surveyor or engineer.           Email the full legal description of the plat in a Microsoft Word document or other editable format.          
         Also, submit a site plan, drawn to scale on 24" X 36" paper including a general location in reference          
         to the closest major section line roads.  Two (2) copies should be submitted with the          
         application.  The site plan should also be submitted electronically, in AutoCAD or Microstation.
         Both should be emailed to planning@okcounty.org
A certified abstract list of adjacent property owners within a 300 foot radius of each property line,         said radius to be extended by increments of 100 feet until the list of property owners includes at least
         fifteen (15) individuals or until a maximum radius of 1000 feet has been reached. The abstract list
         should include the current addresses for each property owner.
Warranty Deed with book and page number, or written, notarized notification from the property         owner authorizing the Preliminary Plat process.
Two (2) copies of paving and drainage plans must be submitted with application.  If         utilities are being utilized in the project those plans must be submitted at this phase
         of development.  Submit these plans as a PDF to planning@okcounty.org
Electronic PDF files saved to a USB drive clearly labeled with the project name and each file          labeled as it appears on the checklist.
 
3.         All documents must be submitted to the Planning Department at least 45 days prior to the scheduled 
         Planning Commission meeting.
 
4.         The submittal must comply with the Oklahoma County Subdivision, Zoning and
         Floodplain Regulations.
 
5.         Staff will contact the applicant only if there is a question or error in the submitted application.  If 
         you are not contacted by County staff then the application meets the requirements and will be placed          
         on the next scheduled Planning Commission agenda.
 
 
If you have any questions, please contact the following staff:
 
         Tyler Gammon - Oklahoma County Planning Director - 405-713-1361
 
         Erik Brandt - Oklahoma County Planner - 405-713-7146
 
Applicant Information
Property Owner Information (If Different Than Applicant)
Property/Project Information
Nearest Major Street Intersection
and
of
Office Use Only
CONTRACT VALUE
INSPECTION HOURS
INSPECTION COST
$250,000 OR LESS
4
$220
$250,000 TO $500,000	
8
$440
$500,000 TO $750,000	
12
$660
$750,000 TO $1,000,000
16
$880
$1,000,000 TO $1,250,000
20
$1,100
$1,250,000 TO $1,500,000
24
$1,320
$1,500,000 TO $1,750,000
28
$1,540
$1,750,000 TO $2,000,000
32
$1,760
$2,000,000 TO $2,250,000
36
$1,980
$2,250,000 TO $2,500,000
40
$2,200
$2,500,000 TO $2,750,000
44
$2,420
$2,750,000 TO $3,000,000
48
$2,640
Oklahoma County Subdivision Inspection Fees
 
EFFECTIVE APRIL 19, 2021, Site and Subdivision Inspection Fees will be based on the anticipated number of inspection hours multiplied by the hourly inspection rate.  The anticipated hours of inspection are based on the contracted value of the infrastructure to be inspected.  Site and Subdivision Inspections will inspect all water, wastewater, sidewalk, street, drainage, and driveway work performed with a subdivision or a public right-of-way or easement.
 
The hourly inspection rate is $55.00 an hour
 
During construction, the Inspector will log and track hours of inspection related activities.  Upon project completion, the fee will be adjusted to the actual hours of inspection.  If the inspection hours are less than originally anticipated, a refund will be issued for the unused hour(s).  If the inspection hours are greater than originally anticipated, the difference will need to be paid prior to County acceptance.
 
Inspection Cost
If the contract value of the project is over $3,000,000 the inspection hours will be 4 hours per $250,000 of contract value.
Applicant
Staff
Item
Two (2) hard copies of the plat, 24" x 36" folded to 8.5" x 11" to include:
Electronic PDF files saved to a USB drive clearly labeled with project name and each file labeled as it appears on the checklist
Index sheet if plat consists of three (3) or more sheets
Scale of 1" = 200' or less
Graphic scale of the drawing
Date
North arrow
Legend, if symbols used
Name of owner(s) or developer(s), title of plat, engineer and seal, surveyor and seal
Vicinity map showing the location of the proposed subdivision within the County
Boundary lines of area being developed
Description of property, including legal description
Location of plat in relation to section line roads
Lines of proposed roads and alleys
Width of road and proposed right-of-way
Total size of property dedicated for public use (other than roads)
Boundaries of all adjacent tracts, roads, and alleys with their width and names
Proposed sidewalks, trails, or bike paths
All lot lines and dimensions
The location of the floodplain on all lots, if applicable, as set forth on current FEMA maps
Location of all oil and gas wells, whether active, inactive, or capped, if any
Special features (ponds, dams, steep slopes or unusual geology) or unusual historical features
Front, side, and rear yard setbacks
All easements, including pipelines
All lot and block numbers
All linear (expressed in feet and decimals of a foot) and angular dimensions needed to locate:
Boundaries of the subdivision
Lots
Roads
Alleys
Easements
Building Lines
Roads must show:
Radii
Arcs
Chords
Preliminary Plat Application Checklist
The seal and signature of the engineer responsible for the design on all sheets
Points of tangency
Central angles for curvilinear roads
Distances measured as arc lengths
Road widening plans at ingress/egress
Radii for all rounded corners
All survey monuments and bench marks together with their descriptions
Permanent markers shown around the subdivision's boundaries at the following locations:
Corner angle points
Points of curvature (P.C.)
Points of tangency (P.T.)
Permanent markers shown around the boundary of each block at the following locations:
Corner angle point
Points of curvature (P.C.)
Points of tangency (P.T.)
Alley lines
Drainage Plan Requirements:
Two (2) hard copies at a scale of 1"=200' or less
All drainage improvements shall be in accordance with Article IV. Section 5. Drainage
When the land has less than a five (5) percent slope, the contour interval shall not be greater than two (2) feet.  When the land has more than a five (5) percent slope, the contour interval shall not be greater than five (5) feet
Description of contributing drainage areas or basins which drain to the proposed subdivision
The width of all existing and proposed drainage easements
Size all driveway culverts to carry the design flow of water at each lot in the subdivision when the culvert is installed at the design ditch grade
Drainage area map indicating drainage areas, calculated run-off, and points of concentration from proposed development
All calculations shall be based on ultimate development (based on the proposed land use) of the contributing drainage areas of basins
The location of existing drainage facilities or appurtenances for drainage such as pipes, inlets, culverts and bridges
Existing drainage areas upstream and downstream including drainage calculations determing the quantity to run off coming by means of land, entering, crossing and exiting the proposed subdivision
Two (2) hard copies with road plan and profiles using a 1"= 50 ' scale horizontally and 1"= 5' scale vertical
All roads shall conform to the Oklahoma County Road Sections (Article IV. Section 4.B. Roadway Classification)
Paving plans shall show the location of existing improvements and proposed improvements, such as pavement, ditches and drainage structures within the road right-of-way
Paving Plan Requirements:
Roadway cross sections showing the width and type of pavement, base, and subgrade for proposed roads, alleys, and sidewalks within the right-of-way
Location of proposed Road and Traffic Control Signs
Paving plans shall also show existing and proposed easements, creeks, and designated floodplain area.
Plan and profiles shall show existing and proposed grades, elevations, and existing and proposed utility and drainage structures
The ditch grades, design flow of water, design depth of water and design velocity of water
Vertical and horizontal curve information
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